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Dear Customer!

Thank you for purchasing this water treatment system. Congratulation, you made the perfect choice.

We're sure, that the product will meet your expectations to enjoy drinking healthy, pure water.

We make every effort to ensure that the devices manufactured by Global Water are reliable and can be 

operated for many years.

We use the latest technology and top-quality components.

Our goal is to provide you with healthy, delicious and perfectly clean water!

Some of the advantages of this system:

Quality—incomparable water quality and operation method.

Durability—correct operation and high quality components.

Economy—savings resulting from not purchasing bottled water.

Convenience—high performance and easy operation.

We wish you many years of successful operation and satisfaction with the quality of the filtered water.

Global Water Sp. z o.o. [Ltd.], ul. Daleka 7, 41-253 Czeladź, Poland

www.sklep.osmoza.pl
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The Kit Includes:

1. Reverse Osmosis System: 1 set.
2. Clean Water Storage Tank: 1 pc.
3. Tank Valve: 1 pc.
4. Water Supply Connection: 1 set.
5. Drain Clamp: 1 set.
6. Clean Water Tap: 1 pc.
7. Flexible Hoses: 1 set.
8. Housing Wrench: 1 pc.

If the unit has been tested before shipping, please install it within 7 days of receipt.
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Safety:

Before the installation please read carefully all instructions below and follow all safety rules concerning 
starting and operating the device. Any questions? Please contact the Global Water Technical Support.
Following all the recommendations in this manual will ensure a safe and optimal use of your device. 
Failing to follow the instructions below may result in material and health damage.

1. Be very careful when using electrical tools.
Never immerse the power adapter, plug or cord in water or other liquids.
Carry out the installation with great caution to avoid electric shock.
Do not touch electrical parts with wet or damp body parts.

2. Keep the device out of reach of unauthorized persons, small children or irresponsible ones. 
3. Do not use the device if it is damaged. 
4. The device is intended for indoor operation only.
5. The unit and the hoses must not touch the hot parts of other kitchen appliances (cooker, oven, 

etc.)
6. Hoses must not be dangling from the countertop and not be exposed to mechanical damage.
7. This device is intended for home use only. 
8. Keep this manual for the life of the device.

All warnings and recommendations of the manufacturer should be observed by the user.
9. The manufacturer is not responsible for damage caused by improper installation, maintenance or

service.
10. If you encounter any problems, please contact the Global Water Technical Support.

Precautions:

1. Do not make any modifications or repairs yourself.
2. Never clean the unit with aggressive chemical cleaning agents.
3. Do not expose the device to sunlight or heat.

Technical Specification:

1. The reverse osmosis system may only be operated with municipal or well water. Water salinity 
(TDS) should not exceed 2000 ppm.

2. Connect to the cold water supply pipe. 
Minimum supply water temperature must not be less than 5°C (41°F).
Maximum supply water temperature must not exceed 40°C (104°F).

3. Water pressure must not be less than 1.5 bar (22 psi).
Water pressure must not be higher than 6.0 bar (87 psi).

4. Maximum nitrate content in feed water: 27 mg / L
Maximum nitrite content in feed water: 3 mg / L
Maximum content of iron, manganese and hydrogen sulphide in feed water: 0 mg / L
PH range of feed water: 4.0 - 10.0 

5. The device must be connected to a functioning sewage system and 230V/50Hz power supply.
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Installation:

Good to know: 
All seals during assembly and service should only be made with generally available Teflon tape.
Non-threaded connections are made with quick couplings. 

How to Use the Quick Couplings
To connect a hose to a quick coupling correctly, cut it straight at right angles. After cutting the hose, 
check its tip at a length of about 2.5 cm, to make sure there are no cuts, scratches or other
damage. Then insert the end of the hose into the coupling collar until it stops, that is, until the hose is 
seated inside the sealing o-ring.

To disconnect the hose from the coupling, push the collar to the coupling body and pull out the hose. 
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Water Supply Connection Installation:

After pointing the cold water supply pipe before the kitchen tap, turn off the raw water shut-off valve 
and install the integrated connection. 
Fix the flexible hose to the quick coupling and cut it to the appropriate length.
We recommend to leave a little more hose between the valve and the unit for later use.
Connect the other end of the hose into the first stage (transparent) filter housing. 
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Filter Tap Installation:

Determine the location for the clean water tap. Be sure to position it in a way the water stream from the 
tap spout is aiming the sink.
Before installation, make sure that there are no obstructions under the countertop or the edge of the 
sink where you intend to drill the holes. Drill holes with a 12-14 mm bit. When the holes are made, 
install the filter tap with its accessories:
Put the rubber washer over the drilled hole, put the chrome washer on it, and insert the filter tap.
From the bottom, tighten the brass nut with the locking washer before it.
To connect the hose to the tap thread under the counter, put the metal nut and the plastic round gasket 
onto the hose. Put the plastic insert into the hose end and tight everything together to the tap thread.

7



Filter taps equipped with quick couplers for the hose: install the tap as described on the previous page.
After screwing the tap to the kitchen counter or sink, connect the quick couplings to the tap pins, and 
then connect the flexible hoses to the quick couplings. If the quick couplings are equipped with the 
locking clips, before installing the hose, remove the locking clip, then push in the hose and lock with the 
clip.

8



Drain Clamp Installation

The drain clamp should be mounted after the drain trap on the drain pipe from the sink. When the 
clamp is mounted, drill a 5 mm hole in the sewer pipe through the hole for the hose.
Then push the red hose into the coupling in the clamp.
Connect the other end of the hose to the flow restrictor next to membrane housing.
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Storage Tank Installation:

Clean water tank can be placed anywhere in the cabinet under the sink.
Depending on the model, the tank has a connector for the ball valve located on the top or on a side. The 
ball valve is in the installation kit. Metal tanks threads must be sealed with Teflon Tape.
Plastic tanks are fitted with rubber gasket—no additional seal is required. Screw the tank valve on and 
connect the hose. The other end of the hose insert into the tee at the carbon in-line filter. The tank can 
be operated vertically or horizontally. 
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Leak Detector (Optional):

The leak detection shut-off valve should be installed on the water supply line of the system.
To do this, cut the hose in the correct length and connect it to the leak detector in accordance with the 
water flow direction shown on the leak detector housing.
Stick the leak detection valve with double-sided tape to the kitchen cabinet in the lowest possible place
—where water can accumulate. If there is water or high humidity around the valve, it shuts off the water
supply to the filtering unit. In order to maintain correct operation of the leak detector, the ambient 
humidity must be less than 70%. The detector has replaceable cartridges. Cartridge react on contact with
water, expanding and pushing a stop into the integrated pipe work, which stops the flow of water to the 
filter. To reuse the valve, unscrew the screw connecting the two valve parts, replace the cartridge pad 
and open (pull back) the valve closed by the cartridge.

Examples of leak detection shut-off valve installation:
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Hoses Installation:
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Filter Cartridges Installation:

The reverse osmosis system is equipped with three pre-filter housings.
Lubricate the O-rings on the housings with petroleum jelly or an oil before inserting the cartridges.
This will make it easier to seal the housings watertight and to unscrew them later.
Insert the cartridges in the following order: 
1. Polypropylene foam cartridge, 5-micron, model GW-PS5-10 (water supply – transparent housing)
2. Polypropylene foam cartridge, 1-micron, model GW-PS1-10.
3. Carbon Cartridge, model GW-BL-10
After inserting the cartridges and tightening the housings, unplug the hose from the last housing and 
flush the cartridges with water. To do this, for a while attach the red drain hose and flush the cartridges 
for 3-5 minutes. 
After flushing the pre-filter cartridges, bring the tubing back to its original setting.

Checking Connections for Leakages:

After performing the above installation steps, check the tightness of the connections, by slowly turning 
on the water supply line valve to the reverse osmosis system and connecting the pump to power supply.
If the system is watertight, turn on the valve completely and leave it in this position permanently.
If you notice a water leak:
– Check if all plastic fittings (elbows, tees) are screwed in tightly and sealed with Teflon Tape
– Do not use other sealants (e.g. plumbing hemp or flax).
– Notice, that unevenly cut or partially unplugged hose can cause leakage.

Start-up: 

After about 1 hour of operation of the system, turn on the filter tap and drain all the water from the 
tank. This will allow you to flush the in-line cartridges and the tank.
When the tank is filled again with clean water, the unit is ready for regular operation.
The time needed for the tank to be filled up can be up to 1 hour.
Waste water draining during tank filling indicates correct operation of the unit.
The pressure booster pump turns off automatically when the tank is filled with clean water.

System Operation Test:

1. Turn off the tank valve. Don't take water through the filter tap.
2. After 2-3 minutes or so the pump should switch off itself.
3. If in doubt, please contact Global Water Technical Support. 

Your reverse osmosis system is ready to go!
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Cartridges Replacement Schedule:

Regular cartridges replacement is necessary for your device to work properly.
The local conditions and feed water quality determine the time of replacement.
We recommend not to exceed the following cartridge replacement periods:

Pre-Filter 5 microns, GW-PS5-10:
- recommended replacement: max every 6 months
Pre-Filter 1 micron, GW-PS1-10:
- recommended replacement: max every 6 months
Carbon Pre-Filter, GW-BL-10:
- recommended replacement: max every 6 months 
RO Membrane & Flow Restrictor:
- recommended replacement: max every 36 months  (depending on the water quality)
Carbon Post-Filter, GW-CCA-L2:
- recommended replacement: max every 6 months 
Mineralizing Cartridge, GW-MIN-L2:
- recommended replacement: max every 12 months 

How to Replace Cartridges:

1. Disconnect the power supply.
2. Turn off the raw water supply.
3. Turn off the tank valve.
4. Turn the filter tap on for a moment to pour out the water remained in the hoses.
5. Disconnect the hoses from the unit (note: there is water in the hoses).
6. Unscrew the pre-filter housings with the wrench and replace worn out cartridges.
7. Disassemble the in-line carbon cartridge and mineralizer and unscrew the quick couplings.
8. Seal the quick couplings threads with Teflon tape and install them into the new cartridges.
9. Connect the water supply and other hoses to the unit.
10. Turn on the water supply valve and the tank valve.
11. Turn on the power supply.
12. Turn on the filter tap to rinse the in-line cartridges.
13. Turn off the filter tap and check connections for leaks.

How to Replace the Membrane:

1. Disconnect the power supply.
2. Turn off the raw water supply.
3. Turn off the tank valve.
4. Turn the filter tap on for a moment to pour out the water remained in the hoses.
5. Disconnect the hoses from the unit (note: there is water in the hoses).
6. Unscrew the membrane housing and replace the worn out element with a new one.
7. Screw on the membrane housing and replace the flow restrictor with a new one.
8. Connect the water supply and other hoses to the unit.
9. Turn on the water supply valve and the tank valve.
10. Turn on the power supply.
11. Turn on the filter tap for 30 minutes to flush the new membrane.
12. Turn off the filter tap and check connections for leaks.
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Storing the Device: 

1. Always turn off the water supply if you will not be using the unit for an extended period of time.
2. Before you start to use it again, pour out the water stored in the tank and leave the clean water 

tap turned on for at least 15 minutes.
3. The system is designed for continuous operation so we do not recommend long breaks in its 

operation. If you did not use the device for a long time, it is recommended to replace all the 
cartridges. 

Service and Maintenance:

1. Never use the device when it is broken down or malfunctioning.
Turn off the water supply and contact the Global Water Technical Support immediately.

2. For all repairs, periodical cartridges replacement and maintenance only manufacturer-approved 
parts should be used. 

3. The manufacturer is not responsible for any repairs made outside the authorized service centre.

Technical Support:

If you have other questions regarding the installation or operation of the system, we are at your disposal:

e-mail: pomoc.techniczna@osmoza.pl
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Global Water
Your Personal Water Expert

„Water filters are our specialty”

Clean and soft water in the whole house,
lifetime warranty:

Kinetico water softener

Global Water Sp. z o.o. [Ltd.]
tel. +48 32 360 25 43, +48 733 709 605 (English) 

sklep@osmoza.pl
sklep.osmoza.pl
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